Vol.
V 5, No.4

November 2014
4

http://www.comm.ntu.edu..tw

gicenew
wsletter@ntu.edu.tw

Tec
chnolo
ogy De
evelop
ped in
n GICE
E
In this issue
GICE Honors
H

1

Messag
ge from the
Directo
or

2

ology
Techno
Develo
oped in GICE
- Deve
elopment
and Ap
pplications off
High-Accuracy
Multi-domain
dre
Legend
Pseudo
ospectral
Method
ds for
Compu
utational
Electromagnetics.
- Energy-Efficient
Protoco
ol Design for
Energy
y-Harvesting
Machin
ne-toMachin
ne
Communications

Activities
N Taiwan
- NGMN
Team for 5G Mobile
e
Communications
- 2014 Bridge-toure
the-futu
Electromagnetics
Worksh
hop

1-4

4-6

6-7

7-8

Develo
opment and
d Applicattions of Hig
gh-Accurac
cy Multi-do
omain
Legend
dre Pseudo
ospectral Methods
M
for Computa
ational Elec
ctromagne
etics
om Electrom
magnetics Group
G
fro

Introdu
uction
This work co
oncerns a highaccurac
cy
m
method
for
electromag
computtational
gnetics
and its applicatio
ons in the micrometer wavelength
h regime of the
magnetic-w
wave spectrum. In
electrom
this spectral regim
me, nanopho
otonics
and pla
asmonics h
have been active
research areas in recent yea
ars with
ons. In
many potential applicatio
hotonics, re
elevant stru
uctures
nanoph
and devices have the charac
cteristic
anometer-sc
cale
dime
ensions
of
na
(several hundreds of nanome
eters or
smaller) or sub-wa
avelength size.
s
As
for plasm
monics, it re
elates to stru
uctures
involving
g
interfa
aces
be
etween
conduc
cting and d
dielectric materials
and excitations off electroma
agnetic
p
propagation
n
or
surface--wave
resonan
nce in such structures via the
collectiv
ve
oscilla
ations
off
the
electrom
magnetic fields and
d the
electron
ns in the co
onductor, le
eading
to the so-called propagatting or
localized surface p
plasmon polaritons
(SPPs),
have
the
which
nement
charactteristic of ffield confin
in the sub-wavele
ength scale and
mportantly the phenomenon
more im

of enhanc
ced electric
c field nea
ar the
metal-diele
ectric interfa
ace.
In the study of the interacttion of
the
elec
with
ctromagnetic
fields
structures
ophotonics and
in nano
plasmonicss, and associated wave
propagatio
ons and re
esonances, direct
solution of Maxwell’s equations
e
iss often
d. One po
opular num
merical
conducted
analysis
and
simu
ulation
m
method
e-difference
e timeadopted iss the finite
domain (FFDTD) metthod using
g Yee
mesh. One
e advantage of the timedomain so
olution lies in
n that the Fourier
of one solution provides the
transform o
frequency response. The
T
related
d finitey-domain (FDFD)
difference frequency
method ha
as also bee
en develop
ped for
solving fre
equency-do
omain pro
oblems
such as d eterminatio
on of wave
eguide
des. Howeve
er, traditional Yee
Eigen mod
mesh is com
mposed of rectangula
ar grids
and
its
so-calle
ed
stair-c
casing
ation of the
e often occ
curring
approxima
curved ma
aterial interrface make
es the
FDTD
calculation
n
of
the
gnetic field near the curved
c
electromag
difficult to offer high
interface
cularly seve
ere for
precision. TThis is partic
obtaining high-accurracy field profiles
p

GIC
CE Hon
nors

Prof.Wa
an-jiun Liao
2014 The 21st
Teco
o Award

Prof. Kw
wang-Cheng
g Chen
2014 IEE
EE Jack Neu
ubauer
Me
emorial Awa
ard

(Contin
nued on pa
age 2)

Prof. Tzo
ong-Lin Wu
22014 Outsta
anding Teac
ching
Award of National
N
Taiw
wan
Un
niversity

2

GICE NEWSLETTER VOL. 5, NO.4 November 2014

Message from the Director
Tzong-Lin Wu
Professor & GICE Director
With the weather getting colder and colder, we
keep sharing distinguished researches, good
news and some prominent activities with our
GICE friends hoping that GICE Newsletter just
like a warm current coursing through your body.
This periodical published two researches
developed by Professor Hung-chun Chang and
Professor Hung-Yu Wei, wishing you has great
benefits in this reading. We also published about
GICE professor won honors recently including
Teco Award, IEEE jack Neubauer Memorial
Award and Outstanding Teaching Award of
National Taiwan University which is a great glory
to announce and congratulate.
Please enjoy the latest Newsletter and we look
forward your feedbacks.
We wish you a Merry Christmas and Happy New

Technology

(Continued from page 1)

near
material
interfaces
demanded
in
understanding the behavior of a plasmonic or
nanophotonic structure and relevant applications.
One basic example is the interaction between
closely spaced metallic nanoparticles, such as
silver or gold ones, under optical wave incidence.
Plasmon
resonance
induced
strong
field
enhancement in the gap between the particles
may occur, which provides applications such as
the surface enhanced Raman scattering (SERS)
technique for biomedical detection. For high
numerical-accuracy purposes, a multi-domain
Legendre pseudospectral time-domain (PSTD)
method has been developed [1], which can be
used to study the three-dimensional (3-D) problem
of light scattering by coupled metallic nanospheres
and associated plasmonic resonances.

The Pseudospectral Time-Domain (PSTD)
Method and Applications

In the PSTD formulation, with the multi-domain
technique,
the
simulation
environment
is
partitioned into curvilinear hexahedral subdomains
that well match the geometrical profile and
material interfaces, which is an essential treatment
to assure numerical accuracy, in particular, in nearfield calculations. The mesh division, subdomains,
and coordinates for one-sphere problem, for
example, are depicted in Fig. 1(a), where one
eighth of the sphere is removed for illustrating the
meshing inside, and those for the two-sphere

structure are shown in Fig. 1(b). Legendre
polynomials are used as interpolation bases, and the
penalty scheme is utilized to handle boundary
conditions between adjacent subdomains. Also,
each subdomain has its own collocation grid points
which are defined by the Legendre-Gauss-Lobatto
quadrature (LGL) grid points. Based on these distinct
collocation points, a set of global degree-N
Lagrange interpolation polynomials can be further
established to approximate a function and its spatial
derivatives. And the temporal derivatives (timemarching) are managed by the fourth-order RungeKutta scheme [1]. In plasmonics, metal is a highly
dispersive material and its dispersive characteristic of
the metal in the visible light frequency range is
approximated here by the Drude-Lorentz model.
And the auxiliary differential equation technique is
employed to include the material model in the timedomain simulation [2].

(a)

(b)

Fig. 1. The mesh division, subdomains, and coordinates for (a)
the one-sphere problem and (b) the two-sphere structure.

The cross sections of a single silver sphere have
been computed by the PSTD method [3]. The
calculated extinction cross sections for three
different radii, 25 nm, 50 nm, and 100 nm, are
compared, respectively, with the analytic Mie theory
results, as shown in Fig. 2. With the maximum values
of the Mie theory normalized to 1.0, the maximum
absolute errors corresponding to these three radii are
found to be 0.012, 0.002, and 0.006, respectively, for
grid resolution N = 12 (i.e., N + 1 points for each
direction of the subdomain). Such accuracy is good
enough for plasmonic studies. The obtained cross
sections in Fig. 2 indicate that larger sphere possesses
more resonant peaks, i.e., higher order modes.
The field coupling between two closely placed
silver spheres with radii 50 nm has then been studied.
The spheres are placed along the x-axis with three
different spaces, 10 nm, 25 nm, and 50 nm. Here we
show the results when the incident wave propagates
along the y-direction with Ex polarization. The
calculated extinction cross sections are shown in Fig.
3 for the three different spaces. When the incident
wave propagates toward the spheres, the incident
electric field would lead the electrons in the metallic
spheres to oscillate and then radiate energy
outward. It is seen that the resonant spectral shift in
Fig. 3 is related to the spacing between the two
spheres. There exists quite strong field enhancement
in the gap as revealed in the |Ex| and |Ey| profiles
in the x-y plane in Fig. 4 for the 10-nm spacing and
the main spectral peak at the wavelength  = 481
(Continued on page 3)
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nm. The |Ex| field is about 28 times larger than the
incident field.
The PSTD method has also been applied to the
study of optical behaviors of 2-D dielectric and
plasmonic waveguide-coupled ring resonators [2]. It
was demonstrated to provide better numerical
handling upon circular or even more complicated
ring structures.

wave is incident from left at  = 0.627 m, which reveals
two spots of field enhancement at the upper and
lower corners in the gap, with the field enhancement
being as high as up to 30 times. If we change the
incident wave direction to bottom-up at  = 0.613 m,
the strong |Ex| enhancement appears in the gap near
the bottom corner, as shown in Fig. 5(b), with the
enhancement being up to 13 times. Note that
extremely high fields can occur at the sharp corner
points.

Fig. 2. PSTD calculated and analytical (Mie theory) extinction cross
sections for three silver spheres with different radii, 100 nm, 50 nm,
and 25 nm.
Fig. 4. Electric field component magnitude distributions at the
main peak wavelength of the extinction cross section for 10-nm
spacing in Fig.3 at = 481 nm.

Fig 3. Extinction cross sections of two silver spheres with 50-nm
radius for different spaces, 10 nm, 25 nm, and 50 nm. The incident
wave propagates along the y-direction with Ex polarization.

The Pseudospectral Frequency-Domain
(PSFD) Method and Applications

We have also formulated a new PSFD method for
scattering problems using the similar scheme of the
multi-domain Legendre PSTD method with the final
form of a linear matrix equation which can be easily
solved by iterative algorithms [4]. Using this PSFD
method, we have shown that numerical accuracy
on the order of 10-9 can be achieved in the
scattered-field calculation of a circular metallic
cylinder, as compared with known analytical results
and that it provides exponentially convergent rate in
numerical accuracy with respect to grid resolution.
The scattering problem of a system of two square
silver cylinders, each having 100-nm edge width,
with 10-nm spacing, is presented as an example [4].
There is no analytical solution for such scattering
problem, even for a single square cylinder. Since our
PSFD method has been proved a high-order
accurate one, its analysis results for the squarecylinder structures should carry high numerical
accuracy and would serve as a very useful
reference for other analysis methods to compare
with. Figure 5(a) shows the |Ex| distribution when the

(a)

(b)
Fig. 5. |Ex| distributions of two 10-nm spaced silver square
cylinders of 100-nm edge width with plane light wave incidence.
(a) Wave incident from left at = 0.627 m. (b) Wave incident
from bottom at = 0.613m.

A related PSFD method development is the
implementation of a waveguide Eigen mode solver
incorporated with stretched coordinate perfectly
matched layers so that effective indexes of leaky
modes can be determined with very high accuracy
[5]. One example is the analysis of a leaky six-air-hole
fiber, as shown in Fig. 5(a), for which the six holes are
hexagonally arranged, the center-to-center distance
(Continued on page 4)
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of adjacent holes is 6.75 m, the radius of each hole
is 2.5 m, the refractive indexes for the fiber and the
hole are 1.45 and 1.0, respectively, and the
wavelength is 1.45 m. Figure 5(b) shows the subdomain arrangement and grid mesh for one quarter
of the fiber cross-section. The PSFD computed
complex effective indexes for the p = 1 and p = 3
modes are listed in Table I for different Ns. Accuracy
of self-convergence on the order of 10-14 is observed
for this complicated structure.

of coupled plasmonic nanospheres and modeling of
dielectric and plasmonic waveguide-coupled ring
resonators. With the multi-domain technique, the
simulation environment is partitioned into curvilinear
subdomains that well match the geometrical profile
and material interfaces, which is an essential
treatment to assure numerical accuracy, in particular,
in near-field calculations. Similar schemes and
techniques have been employed to develop highaccuracy PSFD methods for treating 2-D scattering
problems and solving leaky waveguide modes.
References

(a)

(b)

Fig. 6. (a) Cross-section of a six-air-hole fiber. (b) Sub-domain
arrangement and grid mesh for one quarter of (a).

Table I: PSFD Computed Effective Indexes for the p = 1 and p
= 3 Modes of the Six-Air-Hole Waveguide

Conclusion
The multi-domain Legendre PSTD method
numerical model has been successfully applied to
the study of problems in plasmonics and
nanophotonics, such as calculation of cross sections

[1] C. H. Teng, B. Y. Lin, H. C. Chang, H. C. Hsu, C. N. Lin, and K. A.
Feng, “A Legendre Pseudospectral Penalty Scheme for Solving TimeDomain Maxwell’s Equations,” Journal of Scientific Computing, Vol.
36, No. 3, pp. 351–390, September 2008.
[2] S. Y. Chung, C. Y. Wang, C. H. Teng, C. P. Chen, and H. C.
Chang, “Simulations of Dielectric and Plasmonic WaveguideCoupled Ring Resonators Using the Legendre Pseudospectral TimeDomain Method,” IEEE/OSA Journal of Lightwave Technology, Vol.
30, No. 11, pp. 1733–1742, June 1, 2012.
[3] S. Y. Chung, C. Y. Wang, C. H. Teng, C. P. Chen, and H. C.
Chang, “Numerical Investigation of Light Scattering by Coupled
Plasmonic Nanospheres Using a High-Accuracy Multidomain
Legendre Pseudospectral Time-Domain Method,” in XXXth General
Assembly and Scientific Symposium of International Union of Radio
Science (URSI-GASS 2011) Proceedings, paper DP3.4, Istanbul,
Turkey, August 13–20, 2011.
[4] C. Y. Wang, S. Y. Chung, C. H. Teng, J. K. Wang, C. P. Chen, and
H. C. Chang, “A High-Accuracy Multidomain Legendre
Pseudospectral Frequency-Domain Method with Penalty Scheme
for Solving Scattering and Coupling Problems of Nano-Cylinders,”
IEEE/OSA Journal of Lightwave Technology, Vol. 31, No. 5, pp. 768–
778, March 1, 2013.
[5] C. Y. Wang, H. H. Liu, S. Y. Chung, C. H. Teng, C. P. Chen, and H.
C. Chang, “High-Accuracy Waveguide Leaky-Mode Analysis Using
a Multidomain Pseudospectral Frequency-Domain Method
Incorporated with Stretched Coordinate PML,” IEEE/OSA Journal of
Lightwave Technology, Vol. 31, No. 14, pp. 2347–2360, July 15, 2013.

For more information please contact:
Professor: Hung-chun Chang
Email: huncghun@ntu.edu.tw

Energy-Efficient Protocol Design for Energy-Harvesting Machine-to-Machine Communications
from Communication and Signal Processing Group

Introduction
In Machine-to-Machine (M2M) communications,
thousands of devices wirelessly communicate with
each other or with a central controller
autonomously without human intervention. The
applications include water/gas metering system,
aquatic environmental monitoring, healthcare, etc.,
where M2M traffic is uplink-dominated. Since M2M
devices can be deployed in places arduous to
access (e.g. the desolate plain or desert), it is
promising to power those devices with energy
harvesting
technology.
Energy
harvesting
technology enables the devices to harvest and
convert the ambient energy, such as solar energy,
vibration, heat, etc. to usable electricity so as to
reach sustainability. In this scenario, it is significant to

design
appropriate
wireless
communication
protocols to satisfy the requirements and properties
of energy-harvesting M2M communications. In our
research, we propose (1) DeepSleep scheme to
enhance IEEE 802.11 wireless local area network [1],
and (2) Energy-Aware scheme for LTE-A cellular
system [2].

DeepSleep for IEEE 802.11 Enhancement
To enhance IEEE 802.11 wireless local area network
for uplink-oriented energy-harvesting M2M
communication, we propose DeepSleep scheme
[1], including Energy-Aware Deep Sleeping and
DeepSleep with Controlled Access. In Energy-Aware
Deep Sleeping, when the energy level of a device is
(Continued on page 5)
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below
w a certain
n operation
nal threshold, the dev
vice is
forced
d to sleep longer in lo
ow power-c
consuming mode,
where
eas guarantteed higherr priority for data transm
mission
after waking up
p. In this way,
w
the de
evice focusses on
energ
gy harvesting and pow
wer saving. With the grrowing
number of M2M
M devices, DeepSleep
p with Con
ntrolled
Accesss can be a
activated, where
w
the device sup
pposed
to wake up can either actu
ually wake up
u for high priority
data transmission
t
n with proba
ability , or continue
c
on
n deep
sleeping with pro
obability 1
. This prob
bability is de
ecided
by th
he AP (ac
ccess pointt) and announced tto the
netwo
ork.
Compared
C
to the original IEEE 80
02.11, resultss show
that DeepSleep
D
improves the energ
gy efficienc
cy (i.e.
energ
gy consump
ption per suc
ccessful tran
nsmission) in
n Fig. 1
and decreases
d
tthe applica
ation layer loss rate d
due to
bufferr overflow in
n Fig. 2. In addition,
a
De
eepSleep co
o-exists
well with
w
the original IEEE 802.11
8
as shown in Fig
g. 3. If
some
energy-harvesting
devices
M2M
adopt
DeepS
Sleep, the energy effficiency of the netw
work is
ut also
improved not on
nly for devic
ces with De
eepSleep bu
for de
evices with o
original IEEE 802.11.

the devic
ce succee ds in the network entry
procedure
e, it then en
nters the co
onnected mode
m
for dedica
ate uplink data transsmission. En
nergyAware sc
cheme allo
ows the M2M
M
devic
ce to
perform th
he network entry procedure base
ed on
the data arrival
a
rate and energ
gy arrival rate, so
that the device is guaran
nteed of data
transmission with suffic
cient energy and less delay.
d
As shown in Fig. 4, the pream
mble transm
mission
ware LTE-A sy
ystem
success probability in Energy-Aw
outperform
ms that in naïve LTE
E-A system. The
energy efficiency in terms of the numb
ber of
successful transmitte
ed packets per Jou
ule is
g. 5.
enhanced as well, as shown in Fig

Fig. 3 Energy
y consumption per successfu
ul transmission (In
( coexistence case, group 1 ad
dopts 802.11 baseline, and group
g
2
uses 0.5 as
a the value of channel cong
gestion controll ).

Fig.. 1 Energy con
nsumption per successful
s
tran
nsmission of 802
2.11
base
eline and Deep
pSleep with En
nergy-Aware Deep
D
Sleeping only.

Fig. 4 Enhanc
ced preamble
e transmission success probab
bility in
dure
the networrk entry proced

Fig
g. 2 Applicatio
on layer loss ratte under a 600
0-device netwo
ork

Energ
gy-Aware
e Scheme in LTE-A Cellular
C
Sy
ystem
As
A the world
dwide 4G ce
ellular netw
work standarrd, LTEA (Lon
ng Term Evo
olution Adv
vanced) has put M2M into its
scope
e to cope w
with the overload problem [3] due to the
large number o
of M2M de
evices. We further prropose
Energy-Aware sc
cheme as the enerrgy contro
ol and
admisssion contro
ol for LTE-A cellular systtem. Traditiionally,
the de
evice, aimin
ng at uplink
k data transmission, wa
akes up
from the idle m
mode and performs th
he networkk entry
proce
edure to contend for dedicated
d
uplink
u
resou rces. If

Fig. 5 Impro
oved energy e
efficiency in En
nergy-Aware LTE-A
sscheme

(Conttinued on pa
age 6)
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Conclusion
Energy harvesting technology is promising to enhance
the energy efficiency of M2M communications so as to
achieve the sustainability. We propose DeepSleep for
IEEE 802.11 enhancement and Energy-Aware scheme for
LTE-A cellular system. The two schemes provide energyefficient
solutions
for
energy-harvesting
M2M
communications in wireless local area network and in
wide-coverage cellular network.
REFERENCES
[1] H.-H. Lin, M.-J. Shih, H.-Y. Wei, and R. Vannithamby, “DeepSleep:
IEEE 802.11 Enhancement for Energy- Harvesting Machine-to-Machine
Communications,” ACM/Springer Wireless Networks, Aug. 2014

[2] M.-J. Shih, Y.-C. Pang, G.-Y. Lin, H.-Y. Wei, and R.
Vannithamby, "Performance Evaluation for Energy-Harvesting
Machine-Type Communication in LTE-A System," The 2nd
International Workshop on 5G Mobile and Wireless
Communication System for 2020 and Beyond (MWC2020 '14),
May 2014
[3] M.-Y. Cheng, G.-Y. Lin, H.-Y. Wei, and Alex C.-C. Hsu,
“Overload Control for Machine-Type-Communications in LTEAdvanced System,” IEEE Communications Magazine, Volume
50 , Issue 6, Page 38 - 45, Jun. 2012

For more information please contact:
PHD. Student: Mei-Ju Shih
Adviser: Professor Hung-Yu Wei
Email: hywei@ntu.edu.tw

Activities
NGMN Taiwan Team for 5G Mobile Communications
In July 2014, Taiwan has officially become one of
many
countries
that
embrace
4G
wireless
communication. Although various 4G services are just
about to kick off in Taiwan, 5G technologies has been
the focus of IT industries and academic societies
worldwide. According to the conclusions of Taiwan
Executive Yuan's 5G strategy meeting, two key
strategies are defined including (1) establishing efficient
cooperation between industries and academic
societies so as to harvest on the advanced academic
researches and (2) defining effective intellectual
properties and patents strategy so as to ensure global
market
development
of
our
IT
industries.
0000As one of the main driving forces for
communication technologies, Graduate Institute of
Communication Engineering (GICE) in National Taiwan
University (NTU) has participated in different
international organization and research project to
enable 5G communication. Among these 5G research
and development efforts, Next Generation Mobile
Networking (NGMN) Alliance has been a main arena
for GICE. NGMN Alliance is one of the most important
broadband mobile alliances worldwide. Unlike other
international standard bodies such as 3GPP, NGMN
Alliance focuses on defining and integrating the
requirements of telecommunication operators so that
end users' needs and expectation for broadband
mobile communication can be satisfied. NGMN
Alliance is composed of more than 60 members
including major international telecommunication
operators (such as AT&T, China Mobile, DoCoMo),
equipment manufacturers (such NSN, Ericsson, Huawei,
and MTK) and academic advisors as shown in Figure 1.
Through the large member base and their influences on
IT industries, end-to-end end user requirements defined
by NGMN Alliance will be adopted by different
standardization bodies to define the next generation
standards. More importantly, the massive deployment
and operation verification via NGMN members will help
expedite the realization of the next generation mobile
communications.

(continued on page 7)

Figure 1: Organization and Cooperation Model of NGMN Strategic
Partners.

In Mobile World Congress (MWC) 2014, NGMN
Alliance starts its 5G Initiatives and reveals its plans for
5G development. One of the main objectives in
NGMN 5G Initiatives is to issue the white paper of 5G
communication systems in March 2015 to ensure that
5G mobile communication systems and their services
can be successfully deployed by 2020. NTU GICE,
represented by Prof Chun-Ting Chou, was invited by
NGMN Alliance Chief Operation Officer Peter Meissner
during MWC 2014 to serve as the academic advisory
partner. Through such participation and cooperation,
Taiwan industries and academic societies will have
early access to the development of global 5G
solutions.

Schedule and Milestone of NGMN 5G Initiative

(Continued on page 7)
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GICE together with the faculty from National ChiaoTung University, III, and NTU CSIE Department have also
formed a so-called "Taiwan Team" to participate in
various NGMN activities and international coalition
organizations in 2014. For example, the Taiwan Team has
been involved in NGMN Advisory Forum, NGMN Industry
Conference, Horizon 2020 and IEEE 802 to leverage our
efforts in 5G. In addition, the Taiwan Team, with the
support from Ministry of Education, has also held the first
"NGMN and 5G Technology Trends Forum" in July 2014 to
orchestrate the research and development efforts in
Taiwan. Such efforts will only increase for the coming
years and the impacts of our research in 5G are
expected to be significant.

NGMN and 5G Technology Trends Forum, NTU, Taiwan, July
2014

2014 Bridge-to-the-future Electromagnetics Workshop
This report summarizes the 2014 Bridge-to-the-future Electromagnetics Workshop that was
partially contributed by the IEEE Taipei Chapter in the first quarter of 2014.
IEEE EMC Taipei Chapter, as one of the co-organizers
of the Bridge-to-the-future Electromagnetics Workshop,
has helped arrange experts to deliver lectures. This
program offering several presentations, workshops, and
exhibitions, was held at Prince Hotel, a very famous
amusement park in Taiwan. Sponsored by National Chung
Cheng University, Microwave Society of the ROC, and
Taiwan Electromagnetic Industry-Academia Consortium
(TEMIAC), this program was mainly organized by the
Department of Electrical Engineering, the Department of
Communications Engineering, and the Center for
Telecommunication Research of National Chung Cheng
University. Besides IEEE EMC Taipei Chapter, this event was
also co-organized by IEEE MTT Tainan and Taipei Chapters
and IEEE APS Tainan Chapter. More than 200 people
enrolled in this event. In addition to the presenters
(scholars, PhD candidates, post doctors, and industrial
practitioners), the attendees include juniors, seniors,
graduate students, and professors from many universities in
Taiwan.
The lectures delivered by scholars and industry
experts are listed below.
1. “From small cell to B4G” by Dr. Cheng-Chung Chen, a
manager of the Information and Communications
Research Lab., Industrial Technology Research Institute
of Taiwan.
2. “Introduction to high-way electronic toll collection
systems in Taiwan” by Chung-Jay Chang, a manager
of Far Eastern Electronic Toll Collection Company.
3. “WIN compound semiconductor (GaAs/GaN/InP)
technology for microwave and millimeter wave” by Dr.
Cheng-Kuo Lin, a manager of WIN Semiconductors
Corp.
4. “Scattering parameters and its applications” by Prof.
Chie-In Lee, the Department of Electrical Engineering,
National Sun Yat-sen University.
5. “Broadband high performance microwave circuits
using monolithic HBT-HEMT technology” by Prof. HongYeh Chang, the Department of Electrical Engineering,
National Central University.

“Microwave
technologies
in
wearable
systems” by Prof. Chin-Lung Yang, the
Department of Electrical Engineering, National
Cheng-Kung University.
7. “Antenna miniaturization techniques and the
limitation” by Prof. Shih-Yuan Chen, the
Department of Electrical Engineering, National
Taiwan University.
The presentations given by some PhD candidates
and a post doctor, who are regarded as stars of
the future in the area of electromagnetic
applications, are given as follows.
1. “Design of ring-resonator bandpass filter with
tunable center frequency and bandwidth” by
Dr. Yi-Ming Chen, the Department of
Communications Engineering, National Chung
Cheng University.
2. “Modeling and analysis of Power delivery
network in three-dimensional integrated
circuit” by Chi-Shian Cheng, a PhD candidate
of the Department of Electrical Engineering,
National Taiwan University.
3. “Low power FSF receiver using an oscillatorbased injection-locked frequency divider” by
Zyun-Fu Yeh, a PhD candidate of the
Department of Electrical Engineering, National
Sun Yat-sen University.
4. “All polarization receiving rectenna with
harmonic rejection property for wireless power
transmission” by Ray-Hung Chou, a PhD
candidate of the Department of Electrical
Engineering, National Taiwan University.
5. “The insight of Darlington-pair topology and its
applications in low-power MMW COMOS
circuit designs” by Hung-Ting Chou, a PhD
candidate of the Department of Electrical
Engineering, National Central University.
6. “Millimeter-wave CMOS power amplifiers with
6.

(Continued on page 8)
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high output power and wideband performances” by
Yuan-Hung Hsiao, a PhD candidate of the Department of
Electrical Engineering, National Taiwan University.
7. “Low-profile, small-size inverted-F LRD/WWAN tablet
device antenna” by Li-Yu Lee, a PhD candidate of the
Department of Electrical Engineering, National Sun Yatsen University.
8. “The current status and future prospects of the antenna
design group at Chun-Shan Institute of Science and
Technology” by Tsai-Wen Hsiao, a PhD candidate of the
Department of Communications Engineering, Yuan Ze
University.
9. “Recent research topics and achievements at National
Taiwan University of Science and Technology” by Ming-Yu
Yang, a PhD candidate of the Department of Electrical
Engineering, National Taiwan University of Science and
Technology.

The 2013 TEMIAC Distinguished Chair Professorship recipients
with Chief Executive Officer of TEMIAC. From left to right: Prof.
Tzong-Lin Wu (National Taiwan University), Prof. Prof. Hsi-Tseng
Chou (National Yuan Ze University), Prof. Ruey-Beei Wu
(National Taiwan University), Prof. Tzyy-Sheng Horng (National
Sun Yat-sen University), and Prof. Chang-Fa Yang (National
Taiwan University of Science and Technology).

In addition to the above lectures and presentations, several
workshops were also held in the three-day program. They
include “Component characterization at mm-wave
frequencies” offered by Taiwan Agilent corp., “GHz to THz
calibration in vector network analyzer” by Anritsu Corp,
“testing and application of satellite navigation systems” by
Taiwan Rohde & Schwarz Corp., “VHF-to-THz EM Test
solutions” by Taiwan EMtrek Technologies Corp., and
“Solutions to high-frequency high-speed circuit design” by
Taiwan National Instruments Corp.
The keynote speech was delivered as the last lecture in the
three-day program by Prof. Richard Cameron, who is now an
IEEE distinguished lecturer. The topic of his speech is
“Coupling matrix synthesis techniques for microwave filter
circuits.”
Before closing the three-day program, Prof. Ruey-Beei Wu
(the Department of Electrical Engineering, National Taiwan
University), Chief Executive Officer of Institute For Information
Industry (III) and Chief Executive Officer of TEMIAC, awarded
the 2013 TEMIAC Distinguished Chair Professorship to four
professors in Taiwan for their efforts in delivering exciting
state-of-the-art EM lectures to corporation members of
TEMIAC; they are Prof. Tzong-Lin Wu (the Department of
Electrical Engineering, National Taiwan University), Chairman
of IEEE EMC Taipei Chapter, Prof. Hsi-Tseng Chou (the
Department of Communications Engineering, Yuan Ze
University), Chief Officer of the Research and Development
Center at Yuan Ze University, Prof. Tzyy-Sheng Horng (the
Department of Electrical Engineering, National Sun Yat-sen
University), and Prof. Cheng-Fa Yang (the Department of
Electrical Engineering, National Taiwan University of Science
and Technology). The newly elected TEMIAC distinguished
chair professors for 2014 were also announced to be Prof. YiCheng Lin (the Department of Electrical Engineering,
National Taiwan University), Prof. Ding-Bing Lin (the
Department of Electronics Engineering, National Taipei
University of Technology), and Prof. Sheng-Fuh Chang (the
Department of Communications Engineering, National
Chung Cheng University), who have the same responsibility
of sharing their research outcomes to corporation members
of TEIMAC by delivering lectures in 2014.

Chung-Jay Chang, a manager of Far Eastern Electronic Toll
Collection Company. delivering a lecture, titled “Introduction to
high-way electronic toll collection systems in Taiwan.”
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